
-3,00

Ñ0,00

+3,00

+6,00

+9,00

+12,00

26

P06

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

209

Q=1113 W

v22/500

600 mm

20 ÁC

1,50

209

Q=1113 W

v22/500

600 mm

20 ÁC

1,50

12 x 1,0

1113 W

311

Q=1080 W

v22/500

600 mm

20 ÁC

1,00

311

Q=1080 W

v22/500

600 mm

20 ÁC

1,00

12 x 1,0

1080 W

12 x 1,0

1080 W

413

Q=1267 W

v22/500

700 mm

20 ÁC

1,50

413

Q=1267 W

v22/500

700 mm

20 ÁC

1,50

12 x 1,0

1267 W

12 x 1,0

1267 W

15 x 1,0

4693 W

15 x 1,0

2533 W

ASV-P gw

10,00 kPa

DN20

22 x 1,0

9220 W

25

104

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1200 W

208

Q=1215 W

v22/500

600 mm

20 ÁC

3,00

208

Q=1215 W

v22/500

600 mm

20 ÁC

3,00

12 x 1,0

1215 W

12 x 1,0

1215 W

310

Q=1200 W

v22/500

600 mm

20 ÁC

3,00

310

Q=1200 W

v22/500

600 mm

20 ÁC

12 x 1,0

1200 W

412

Q=1500 W

v22/500

800 mm

20 ÁC

2,50

412

Q=1500 W

v22/500

800 mm

20 ÁC

2,50

12 x 1,0

1500 W

15 x 1,0

3000 W

18 x 1,0

5400 W

22 x 1,0

9030 W

ASV-P gw

10,00 kPa

DN20

9030 W

07A

Q=1650 W

22/500

900 mm

20 ÁC

07A

Q=1650 W

22/500

900 mm

20 ÁC

RTD-N_ps

4,50

DN15

12 x 1,0

1650 W

RTD-N_ps

4,50

DN15

12 x 1,0

1650 W

P27

Q=1525 W

v22/500

800 mm

20 ÁC

2,50

P27

Q=1525 W

v22/500

800 mm

20 ÁC

2,50

12 x 1,0

1525 W

103

Q=1100 W

v22/500

600 mm

20 ÁC

1,50

12 x 1,0

1100 W

207

Q=1215 W

v22/500

600 mm

20 ÁC

3,00

207

Q=1215 W

v22/500

600 mm

20 ÁC

3,00

309

Q=1200 W

v22/500

600 mm

20 ÁC

3,00

309

Q=1200 W

v22/500

600 mm

20 ÁC

3,00

410

Q=1500 W

v22/500

800 mm

20 ÁC

2,50

411

Q=1500 W

v22/500

800 mm

20 ÁC

2,50

ASV-P gw

10,00 kPa

DN25

15 x 1,0

3300 W

28 x 1,5

13080 W

22 x 1,0

10030 W

22 x 1,0

7830 W

18 x 1,0

5400 W

15 x 1,0

3000 W

24

102

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1200 W

206

Q=1220 W

v22/500

700 mm

20 ÁC

1,00

205

Q=1246 W

22/300

[1000 mm]

20 ÁC

12 x 1,0

1220 W

RTD-N_ps

4,50

DN15

12 x 1,0

1246 W

307

Q=1200 W

v22/500

600 mm

20 ÁC

3,00

308

Q=1200 W

v22/500

600 mm

20 ÁC

3,00

12 x 1,0

1200 W

12 x 1,0

1200 W

409

Q=1525 W

v22/500

800 mm

20 ÁC

3,00

409

Q=1525 W

v22/500

800 mm

20 ÁC

3,00

12 x 1,0

1525 W

12 x 1,0

1525 W

ASV-P gw

10,00 kPa

DN20

22 x 1,0

9116 W

22 x 1,0

9116 W

15 x 1,0

3050 W

18 x 1,0

5450 W

22 x 1,0

7916 W

23

205

Q=1246 W

22/300

[1000 mm]

20 ÁC

205

Q=1245 W

22/300

[1000 mm]

20 ÁC

RTD-N_ps

5,00

DN15

RTD-N_ps

5,00

DN15

12 x 1,0

1246 W

305

Q=1200 W

v22/500

600 mm

20 ÁC

3,50

306

Q=1200 W

v22/500

600 mm

20 ÁC

3,50

12 x 1,0

1200 W

12 x 1,0

1200 W

408

Q=1267 W

v22/500

700 mm

20 ÁC

2,00

408

Q=1267 W

v22/500

700 mm

20 ÁC

2,00

12 x 1,0

1267 W

12 x 1,0

1267 W

ASV-P gw

10,00 kPa

DN20

18 x 1,0

7425 W

18 x 1,0

7425 W

18 x 1,0

4933 W

15 x 1,0

2533 W

22

P10A

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

P09A

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1200 W

101

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

131W

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1200 W

205

Q=1243 W

22/300

[1000 mm]

20 ÁC

RTD-N_ps

4,50

DN15

12 x 1,0

1242 W

305

Q=1200 W

v22/500

600 mm

20 ÁC

3,50

12 x 1,0

1200 W

408

Q=1267 W

v22/500

700 mm

20 ÁC

2,00

12 x 1,0

1267 W

18 x 1,0

6109 W

15 x 1,0

3709 W

15 x 1,0

2467 W

15 x 1,0

1267 W

ASV-P gw

10,00 kPa

DN20

22 x 1,0

8509 W

21

KS 01

Q=1000 W

22/500

500 mm

20 ÁC

RTD-N_ps

5,00

DN15

12 x 1,0

1000 W

KS P01

Q=2600 W

v22/600

[1200 mm]

20 ÁC

5,50

15 x 1,0

2600 W

KS 101

Q=2600 W

v22/600

[1200 mm]

20 ÁC

6,00

WC 1/2

Q=1218 W

v22/500

700 mm

20 ÁC

2,00

WC 1/2

Q=1218 W

v22/500

700 mm

20 ÁC

2,00

15 x 1,0

2600 W

12 x 1,0

1218 W

15 x 1,0

2436 W

KS 201

Q=1830 W

v22/500

1000 mm

20 ÁC

4,00

WC 2/3

Q=950 W

v22/500

500 mm

20 ÁC

2,00

WC 2/3

Q=950 W

v22/500

500 mm

20 ÁC

2,00

12 x 1,0

1830 W

12 x 1,0

950 W

15 x 1,0

1900 W

KS 301

Q=900 W

v22/500

500 mm

20 ÁC

1,50

WC 3/4

Q=850 W

v22/500

500 mm

20 ÁC

1,00

WC 3/4

Q=850 W

v22/500

500 mm

20 ÁC

1,00

12 x 1,0

900 W

12 x 1,0

850 W

12 x 1,0

1700 W

KS 401

Q=900 W

v22/500

500 mm

20 ÁC

1,50

WC 4/5

Q=955 W

v22/500

500 mm

20 ÁC

2,50

WC 4/5

Q=955 W

v22/500

500 mm

20 ÁC

2,50

12 x 1,0

900 W

12 x 1,0

955 W

15 x 1,0

1910 W

15 x 1,0

1000 W

28 x 1,5

16776 W

28 x 1,5

14176 W

22 x 1,0

9140 W

18 x 1,0

5410 W

15 x 1,0

2810 W

1

DN 50

79715 W

KS 02

Q=690 W

22/500

500 mm

20 ÁC

RTD-N_ps

1,50

DN15

12 x 1,0

690 W

P07

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1200 W

107W

Q=1100 W

v22/500

600 mm

20 ÁC

1,50

12 x 1,0

1100 W

209

Q=1113 W

v22/500

600 mm

20 ÁC

1,50

12 x 1,0

1113 W

311

Q=1080 W

v22/500

600 mm

20 ÁC

1,50

12 x 1,0

1080 W

413

Q=1267 W

v22/500

700 mm

20 ÁC

2,00

18 x 1,0

5760 W

15 x 1,0

4560 W

15 x 1,0

3460 W

15 x 1,0

2347 W

15 x 1,0

1267 W

ASV-P gw

10,00 kPa

DN15

6450 W

15 x 1,0

690 W

DN 50

73265 W

105

Q=1270 W

v22/500

700 mm

20 ÁC

1,50

105

Q=1270 W

v22/500

700 mm

20 ÁC

1,50

12 x 1,0

1270 W

12 x 1,0

1270 W

301A

Q=1525 W

v22/500

800 mm

20 ÁC

3,50

301A

Q=1525 W

v22/500

800 mm

20 ÁC

3,50

12 x 1,0

1525 W

12 x 1,0

1525 W

401

Q=1900 W

v22/500

1000 mm

20 ÁC

4,00

401

Q=1900 W

v22/500

1000 mm

20 ÁC

4,00

15 x 1,0

1900 W

15 x 1,0

1900 W

22 x 1,0

9390 W

18 x 1,0

6850 W

18 x 1,0

3800 W

ASV-P gw

10,00 kPa

DN20

12590 W

DN 50

60675 W

87

106

Q=1500 W

v22/500

800 mm

20 ÁC

2,50

12 x 1,0

1500 W

301

Q=1200 W

v22/500

600 mm

20 ÁC

3,50

301

Q=1200 W

v22/500

600 mm

20 ÁC

3,50

12 x 1,0

1200 W

12 x 1,0

1200 W

402B

Q=1500 W

v22/500

800 mm

20 ÁC

3,00

402

Q=1500 W

v22/500

800 mm

20 ÁC

3,00

12 x 1,0

1500 W

12 x 1,0

1500 W

18 x 1,0

6900 W

18 x 1,0

5400 W

15 x 1,0

3000 W

ASV-P gw

10,00 kPa

DN20

9900 W

DN 50

50775 W

6

Q=649 W

v22/500

[400 mm]

20 ÁC

1,00

12 x 1,0

650 W

KM 202

Q=650 W

v22/500

[400 mm]

20 ÁC

1,00

12 x 1,0

651 W

KM 302

Q=649 W

v22/500

[400 mm]

20 ÁC

1,00

12 x 1,0

649 W

KM 402

Q=750 W

v22/500

[400 mm]

20 ÁC

2,00

12 x 1,0

750 W

15 x 1,0

2050 W

15 x 1,0

1399 W

15 x 1,0

750 W

ASV-PV gw

5,00 kPa

DN15

2699 W

DN 50

48076 W

27

RTD-N_ps

4,50

DN15

12 x 1,0

1500 W

RTD-N_ps

4,50

DN15

108

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

107

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1200 W

302

Q=1183 W

v22/500

600 mm

20 ÁC

2,50

302

Q=1183 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1183 W

403

Q=1500 W

v22/500

800 mm

20 ÁC

2,50

403

Q=1500 W

v22/500

800 mm

20 ÁC

2,50

12 x 1,0

1500 W

22 x 1,0

7767 W

18 x 1,0

5367 W

15 x 1,0

3000 W

ASV-P gw

10,00 kPa

DN20

10767 W

DN 40

37309 W

5

P12

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

P11

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1200 W

12 x 1,0

1200 W

110

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

109

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1200 W

12 x 1,0

1200 W

302

Q=1183 W

v22/500

600 mm

20 ÁC

2,50

303

Q=1200 W

v22/500

600 mm

20 ÁC

3,50

12 x 1,0

1183 W

12 x 1,0

1200 W

404

Q=1500 W

v22/500

800 mm

20 ÁC

3,00

405

Q=1500 W

v22/500

800 mm

20 ÁC

3,00

12 x 1,0

1500 W

12 x 1,0

1500 W

ASV-P gw

10,00 kPa

DN20

10183 W

DN 32

27126 W

22 x 1,0

7783 W

18 x 1,0

5383 W

15 x 1,0

3000 W

4

Q=1055 W

22/500

600 mm

20 ÁC

RTD-N_ps

4,00

DN15

12 x 1,0

1056 W

Q=651 W

v22/500

[400 mm]

20 ÁC

1,00

12 x 1,0

650 W

KM 202

Q=650 W

v22/500

[400 mm]

20 ÁC

1,00

12 x 1,0

649 W

KM 302

Q=651 W

v22/500

[400 mm]

20 ÁC

1,00

12 x 1,0

651 W

KM 402

Q=750 W

v22/500

[400 mm]

20 ÁC

2,00

12 x 1,0

750 W

ASV-PV gw

5,00 kPa

DN15

3756 W

15 x 1,0

1056 W

DN 32

23370 W

15 x 1,0

2701 W

15 x 1,0

2050 W

15 x 1,0

750 W

28

P14

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

P13

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1200 W

12 x 1,0

1200 W

111B

Q=1300 W

v22/500

700 mm

20 ÁC

2,00

111A

Q=1300 W

v22/500

700 mm

20 ÁC

2,00

12 x 1,0

1300 W

12 x 1,0

1300 W

304

Q=1200 W

v22/500

600 mm

20 ÁC

3,50

304

Q=1200 W

v22/500

600 mm

20 ÁC

3,00

12 x 1,0

1200 W

12 x 1,0

1200 W

406

Q=1500 W

v22/500

800 mm

20 ÁC

3,00

407

Q=1500 W

v22/500

800 mm

20 ÁC

3,00

12 x 1,0

1500 W

12 x 1,0

1500 W

3

ASV-P gw

10,00 kPa

DN20

22 x 1,0

10400 W

22 x 1,0

8000 W

18 x 1,0

5400 W

15 x 1,0

3000 W

Q=1056 W

22/500

600 mm

20 ÁC

WC 01

Q=900 W

22/500

500 mm

20 ÁC

RTD-N_ps

3,50

DN15

12 x 1,0

1056 W

RTD-N_ps

3,00

DN15

12 x 1,0

900 W

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

WC P01

Q=1500 W

22/600

[800 mm]

20 ÁC

12 x 1,0

1200 W

RTD-N_ps

4,00

DN15

12 x 1,0

1500 W

RTD-N_ps

4,00

DN15

12 x 1,0

849 W

RTD-N_ps

4,00

DN15

12 x 1,0

851 W

KM 201

Q=1200 W

v22/500

600 mm

20 ÁC

3,00

WC 201

Q=900 W

v22/500

500 mm

20 ÁC

1,00

12 x 1,0

1200 W

12 x 1,0

900 W

KM 301

Q=1200 W

v22/500

600 mm

20 ÁC

3,00

WC 301

Q=900 W

v22/500

500 mm

20 ÁC

1,00

12 x 1,0

1200 W

12 x 1,0

900 W

KM 401

Q=1300 W

v22/500

700 mm

20 ÁC

2,00

WC 401

Q=1114 W

v22/500

600 mm

20 ÁC

1,50

12 x 1,0

1300 W

12 x 1,0

1114 W

ASV-P gw

10,00 kPa

DN25

DN 25

12970 W

15 x 1,0

1956 W

22 x 1,0

8314 W

18 x 1,0

6614 W

18 x 1,0

4514 W

15 x 1,0

2414 W

2

DN 50

107900 W

DN 50

79715 W

18 x 1,0

6920 W

22 x 1,0

7830 W

107W

Q=1100 W

v22/500

600 mm

20 ÁC

1,50

22 x 1,0

8020 W

ASV-P gw

10,00 kPa

DN25

DN 32

17776 W

DN 32

26285 W

DN 40

33710 W

DN 40

42826 W

DN 50

59206 W

DN 25

9220 W

DN 50

68236 W

DN 50

77456 W

DN 50

77456 W

12 x 1,0

1500 W

12 x 1,0

1200 W

3,00

12 x 1,0

1113 W

12 x 1,0

12 x 1,0

1200 W

22 x 1,0

9030 W

20 ÁC 20 ÁC

12 x 1,0

12 x 1,0

1500 W

12 x 1,0

1183 W

12 x 1,0

1200 W

12 x 1,0

1500 W

20 ÁC20 ÁC

RTD-N_ps

4,50

DN15

12 x 1,0

1500 W

RTD-N_ps

4,50

DN15

12 x 1,0

1500 W

20 ÁC20 ÁC

RTD-N_ps

4,50

DN15

12 x 1,0

RTD-N_ps

4,50

DN15

12 x 1,0

20 ÁC20 ÁC

1267 W

955 W

850 W

12 x 1,0

12 x 1,0

1218 W

12 x 1,0

1200 W

12 x 1,0

1200 W

12 x 1,0

1246 W

12 x 1,0

1525 W

12590 W
8509 W

22 x 1,0

9900 W

22 x 1,0
22 x 1,0

15 x 1,0

2699 W

10767 W

22 x 1,0

10183 W

12 x 1,012 x 1,0

12 x 1,012 x 1,0

12 x 1,012 x 1,0

0010

Q=1200 W

22/500

600 mm

20 ÁC

RTD-N_ps

6,00

DN15

12 x 1,0

1200 W

P04

Q=1200 W

v22/500

600 mm

20 ÁC

4,50

P05

Q=1200 W

v22/500

600 mm

20 ÁC

4,00

12 x 1,0

1200 W

105W

Q=1220 W

v22/500

700 mm

20 ÁC

2,00

106W

Q=1220 W

v22/500

700 mm

20 ÁC

2,00

12 x 1,0

1220 W

12 x 1,0

1220 W

KM P05

Q=700 W

v22/500

[400 mm]

20 ÁC

1,00

P03A

Q=1200 W

v22/500

600 mm

20 ÁC

4,50

12 x 1,0

700 W

12 x 1,0

1200 W

104W

Q=1220 W

v22/500

700 mm

20 ÁC

2,00

104W

Q=1220 W

v22/500

700 mm

20 ÁC

2,00

12 x 1,0

1220 W

12 x 1,0

1220 W

01/09

Q=1040 W

22/500

600 mm

20 ÁC

RTD-N_ps

4,00

DN15

12 x 1,0

1040 W

P02

Q=1200 W

v22/500

600 mm

20 ÁC

4,50

P03

Q=1200 W

v22/500

600 mm

20 ÁC

4,50

12 x 1,0

1200 W

102W

Q=1220 W

v22/500

700 mm

20 ÁC

2,00

103W

Q=1220 W

v22/500

700 mm

20 ÁC

2,00

12 x 1,0

1220 W

12 x 1,0

1220 W

01/09

Q=1040 W

22/500

600 mm

20 ÁC

RTD-N_ps

4,00

DN15

12 x 1,0

1040 W

P01

Q=1200 W

v22/500

600 mm

20 ÁC

4,50

12 x 1,0

1200 W

KS 103

Q=2740 W

v22/600

[1200 mm]

20 ÁC

N

101W

Q=1220 W

v22/500

700 mm

20 ÁC

2,00

18 x 1,0

2740 W

12 x 1,0

1220 W

WC 02

Q=900 W

22/500

500 mm

20 ÁC

RTD-N_ps

4,00

DN15

12 x 1,0

900 W

WC P02

Q=1340 W

22/600

[600 mm]

20 ÁC

RTD-N_ps

N

DN15

WC 102

Q=1340 W

22/600

[600 mm]

20 ÁC

RTD-N_ps

N

DN15

12 x 1,0

1340 W

0018

Q=600 W

22/500

500 mm

20 ÁC

RTD-N_ps

1,50

DN15

12 x 1,0

600 W

KM P04

Q=1220 W

v22/500

700 mm

20 ÁC

2,00

KM P03

Q=1007 W

v22/500

600 mm

20 ÁC

1,50

12 x 1,0

1220 W

12 x 1,0

1007 W

KM 103

Q=1043 W

v22/500

600 mm

20 ÁC

2,00

130W

Q=1220 W

v22/500

700 mm

2,00

129W

Q=1100 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1043 W

15 x 1,0

2320 W

12 x 1,0

1100 W

15 x 1,0

3363 W

18 x 1,0

5590 W

15 x 1,0

1340 W

15 x 1,0

2680 W

18 x 1,0

3960 W

18 x 1,0

5160 W

15 x 1,0

2440 W

18 x 1,0

4840 W

15 x 1,0

2440 W

15 x 1,0

2440 W

18 x 1,0

4840 W

DN 40

32230 W
15 x 1,0

600 W

ASV-PV gw

5,00 kPa

DN15

15 x 1,0

900 W

DN 20

6190 W

ASV-PV gw

5,00 kPa

DN15

ASV-PV gw

5,00 kPa

DN15

15 x 1,0

1040 W

DN 25

9770 W

ASV-PV gw

5,00 kPa

DN15

15 x 1,0

1040 W

DN 32

15970 W

ASV-PV gw

5,00 kPa

DN15

DN 32

26190 W

15 x 1,0

1200 W

9 11
12

13 1410

08

Q=1200 W

22/500

600 mm

20 ÁC

RTD-N_ps

6,00

DN15

12 x 1,0

1200 W

29

P29

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

P28

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

12 x 1,0

1100 W

12 x 1,0

1100 W

108W

Q=1100 W

v22/500

600 mm

20 ÁC

2,50

108AW

Q=1100 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1100 W

12 x 1,0

1100 W

15 x 1,0

4400 W

15 x 1,0

2200 W

DN 32

23280 W
ASV-PV gw

5,00 kPa

DN15

DN 32

17680 W

01/09

Q=1040 W

22/500

600 mm

20 ÁC

RTD-N_ps

4,00

DN15

12 x 1,0

1040 W

P31A

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

P30

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

12 x 1,0

1100 W

12 x 1,0

1100 W

110W

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

106W

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

12 x 1,0

1100 W

12 x 1,0

1100 W

15 x 1,0

2200 W

15 x 1,0

4400 W

ASV-PV gw

5,00 kPa

DN15

DN 25

12240 W

30

03

Q=840 W

22/500

500 mm

20 ÁC

01/09

Q=1040 W

22/500

600 mm

20 ÁC

RTD-N_ps

3,50

DN15

12 x 1,0

840 W

12 x 1,0

1040 W

RTD-N_ps

4,00

DN15

P32

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

P31

Q=1100 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1100 W

12 x 1,0

1100 W

112W

Q=1100 W

v22/500

600 mm

20 ÁC

2,50

106W

Q=1100 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1100 W

12 x 1,0

1100 W

15 x 1,0

4400 W

15 x 1,0

2200 W

ASV-PV gw

5,00 kPa

DN15

15 x 1,0

1880 W

31

02

Q=870 W

22/500

500 mm

20 ÁC

01/09

Q=1040 W

22/500

600 mm

20 ÁC

RTD-N_ps

3,50

DN15

12 x 1,0

870 W

12 x 1,0

1040 W

RTD-N_ps

4,00

DN15

KM P03

Q=1007 W

v22/500

600 mm

20 ÁC

1,50

P32A

Q=900 W

v22/500

500 mm

20 ÁC

1,50

12 x 1,0

1007 W

12 x 1,0

900 W

KM 103

Q=1043 W

v22/500

600 mm

20 ÁC

2,00

113W

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

12 x 1,0

1043 W

12 x 1,0

1100 W

15 x 1,0

2143 W

15 x 1,0

1910 W

ASV-PV gw

5,00 kPa

DN15

DN 20

5960 W

32

07B

Q=400 W

22/500

500 mm

20 ÁC

07C

Q=600 W

22/500

500 mm

20 ÁC

RTD-N_ps

1,00

DN15

12 x 1,0

400 W

RTD-N_ps

1,50

DN15

12 x 1,0

600 W

P18A

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

P19A

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

12 x 1,0

1100 W

12 x 1,0

1100 W

119W

Q=1100 W

v22/500

600 mm

20 ÁC

2,50

120W

Q=1100 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1100 W

12 x 1,0

1100 W

15 x 1,0

2200 W

15 x 1,0

4400 W

ASV-PV gw

5,00 kPa

DN15

15 x 1,0

1000 W

DN 32

30873 W

36

P17A

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

12 x 1,0

1100 W

117W

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

118W

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

12 x 1,0

1100 W

12 x 1,0

1100 W

DN 32

27573 W

15 x 1,0

3300 W

ASV-PV gw

5,00 kPa

DN15

15 x 1,0

2200 W

35

Q=900 W

22/500

500 mm

20 ÁC

RTD-N_ps

4,00

DN15

12 x 1,0

900 W

KM P02

Q=1114 W

v22/500

600 mm

20 ÁC

2,50

KM P02

Q=1114 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1114 W

12 x 1,0

1114 W

34

115W

Q=1114 W

v22/500

600 mm

20 ÁC

2,50

116W

Q=1100 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1114 W

12 x 1,0

1100 W

15 x 1,0

2214 W

15 x 1,0

4441 W

ASV-PV gw

5,00 kPa

DN15

15 x 1,0

900 W

DN 32

22232 W

Q=900 W

22/500

500 mm

20 ÁC

RTD-N_ps

4,00

DN15

12 x 1,0

900 W

KM P03

Q=1007 W

v22/500

500 mm

20 ÁC

4,00

12 x 1,0

1007 W

KM 103

Q=1043 W

v22/500

600 mm

20 ÁC

2,00

114W

Q=1114 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1043 W

12 x 1,0

1114 W

15 x 1,0

2157 W

ASV-PV gw

5,00 kPa

DN15

15 x 1,0

900 W

DN 32

18168 W

33

0017

Q=600 W

22/500

500 mm

20 ÁC

RTD-N_ps

1,50

DN15

12 x 1,0

600 W

P16A

Q=1515 W

v22/500

800 mm

20 ÁC

4,50

P16A

Q=1515 W

v22/500

800 mm

20 ÁC

4,50

12 x 1,0

1515 W

12 x 1,0

1515 W

127W

Q=1100 W

v22/500

600 mm

20 ÁC

2,50

129W

Q=1100 W

v22/500

600 mm

20 ÁC

2,50

129W

Q=1100 W

v22/500

600 mm

20 ÁC

3,00

12 x 1,0

1100 W

12 x 1,0

1100 W

15 x 1,0

2200 W

12 x 1,0

1100 W

18 x 1,0

6330 W

15 x 1,0

3300 W

15

P15A

Q=1421 W

v22/500

800 mm

20 ÁC

3,00

P15A

Q=1421 W

v22/500

800 mm

20 ÁC

3,00

12 x 1,0

1421 W

12 x 1,0

1421 W

126W

Q=1217 W

v22/500

700 mm

20 ÁC

2,00

126W

Q=1217 W

v22/500

700 mm

20 ÁC

2,00

12 x 1,0

1217 W

12 x 1,0

1217 W

15 x 1,0

2433 W

15 x 1,0

600 W

ASV-PV gw

5,00 kPa

DN15

15 x 1,0

5275 W

P15A

Q=1421 W

v22/500

800 mm

20 ÁC

4,00

P14B

Q=2125 W

v22/500

1100 mm

20 ÁC

N

12 x 1,0

1421 W

15 x 1,0

2125 W

125W

Q=1200 W

v22/500

700 mm

20 ÁC

2,50

126W

Q=1217 W

v22/500

700 mm

20 ÁC

3,00

12 x 1,0

1200 W

12 x 1,0

1217 W

15 x 1,0

2417 W

16

17

0012

Q=1200 W

22/500

600 mm

20 ÁC

RTD-N_ps

6,00

DN15

12 x 1,0

1200 W

P12A

Q=1200 W

v22/500

600 mm

20 ÁC

4,50

P11A

Q=1200 W

v22/500

600 mm

20 ÁC

4,50

12 x 1,0

1200 W

12 x 1,0

1200 W

121W

Q=1218 W

v22/500

700 mm

20 ÁC

2,00

121W

Q=1218 W

v22/500

700 mm

20 ÁC

2,00

12 x 1,0

1218 W

12 x 1,0

1218 W

18 x 1,0

4836 W

15 x 1,0

2436 W

DN 32

16117 W ASV-PV gw

5,00 kPa

DN15

15 x 1,0

1200 W

DN 25

10081 W

20

0016

Q=800 W

22/500

500 mm

20 ÁC

RTD-N_ps

3,00

DN15

12 x 1,0

800 W

P13A

Q=1200 W

v22/500

600 mm

20 ÁC

4,50

12 x 1,0

1200 W

122W

Q=1218 W

v22/500

700 mm

20 ÁC

2,00

122W

Q=1218 W

v22/500

700 mm

20 ÁC

2,00

12 x 1,0

1218 W

12 x 1,0

1218 W

15 x 1,0

3636 W

15 x 1,0

2436 W

ASV-PV gw

5,00 kPa

DN15

15 x 1,0

800 W

DN 20

5645 W

ASV-PV gw

5,00 kPa

DN15

19

P14B

Q=2125 W

v22/500

1100 mm

20 ÁC

6,00

P14A

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

12 x 1,0

1100 W

124W

Q=1200 W

v22/500

700 mm

20 ÁC

2,00

122AW

Q=1220 W

v22/500

700 mm

20 ÁC

2,00

12 x 1,0

1200 W
12 x 1,0

1220 W

18 x 1,0

5645 W

15 x 1,0

2420 W

18

DN 32

21850 W

ASV-PV gw

5,00 kPa

DN15

15 x 1,0

4340 W

ASV-PV gw

5,00 kPa

DN15

DN 25

11238 W

DN 20

5963 W

ASV-PV gw

5,50 kPa

DN15

12 x 1,0

12 x 1,0

1340 W

12 x 1,0

1220 W

15 x 1,0

12 x 1,0

1220 W

12 x 1,0

5963 W

DN 20

DN 20

DN 20

DN 20DN 20

DN 20

DN 20

DN 20

15 x 1,0

DN 20

DN 20

DN 20

DN 20

DN 20

DN 20

DN 20

DN 20

DN 32

16117 W
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-3,00

Ñ0,00
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+6,00

+9,00
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26

P06

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

209

Q=1113 W

v22/500

600 mm

20 ÁC

1,50

209

Q=1113 W

v22/500

600 mm

20 ÁC

1,50

12 x 1,0

1113 W

311

Q=1080 W

v22/500

600 mm

20 ÁC

1,00

311

Q=1080 W

v22/500

600 mm

20 ÁC

1,00

12 x 1,0

1080 W

12 x 1,0

1080 W

413

Q=1267 W

v22/500

700 mm

20 ÁC

1,50

413

Q=1267 W

v22/500

700 mm

20 ÁC

1,50

12 x 1,0

1267 W

12 x 1,0

1267 W

15 x 1,0

4693 W

15 x 1,0

2533 W

ASV-P gw

10,00 kPa

DN20

22 x 1,0

9220 W

25

104

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1200 W

208

Q=1215 W

v22/500

600 mm

20 ÁC

3,00

208

Q=1215 W

v22/500

600 mm

20 ÁC

3,00

12 x 1,0

1215 W

12 x 1,0

1215 W

310

Q=1200 W

v22/500

600 mm

20 ÁC

3,00

310

Q=1200 W

v22/500

600 mm

20 ÁC

12 x 1,0

1200 W

412

Q=1500 W

v22/500

800 mm

20 ÁC

2,50

412

Q=1500 W

v22/500

800 mm

20 ÁC

2,50

12 x 1,0

1500 W

15 x 1,0

3000 W

18 x 1,0

5400 W

22 x 1,0

9030 W

ASV-P gw

10,00 kPa

DN20

9030 W

07A

Q=1650 W

22/500

900 mm

20 ÁC

07A

Q=1650 W

22/500

900 mm

20 ÁC

RTD-N_ps

4,50

DN15

12 x 1,0

1650 W

RTD-N_ps

4,50

DN15

12 x 1,0

1650 W

P27

Q=1525 W

v22/500

800 mm

20 ÁC

2,50

P27

Q=1525 W

v22/500

800 mm

20 ÁC

2,50

12 x 1,0

1525 W

103

Q=1100 W

v22/500

600 mm

20 ÁC

1,50

12 x 1,0

1100 W

207

Q=1215 W

v22/500

600 mm

20 ÁC

3,00

207

Q=1215 W

v22/500

600 mm

20 ÁC

3,00

309

Q=1200 W

v22/500

600 mm

20 ÁC

3,00

309

Q=1200 W

v22/500

600 mm

20 ÁC

3,00

410

Q=1500 W

v22/500

800 mm

20 ÁC

2,50

411

Q=1500 W

v22/500

800 mm

20 ÁC

2,50

ASV-P gw

10,00 kPa

DN25

15 x 1,0

3300 W

28 x 1,5

13080 W

22 x 1,0

10030 W

22 x 1,0

7830 W

18 x 1,0

5400 W

15 x 1,0

3000 W

24

102

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1200 W

206

Q=1220 W

v22/500

700 mm

20 ÁC

1,00

205

Q=1246 W

22/300

[1000 mm]

20 ÁC

12 x 1,0

1220 W

RTD-N_ps

4,50

DN15

12 x 1,0

1246 W

307

Q=1200 W

v22/500

600 mm

20 ÁC

3,00

308

Q=1200 W

v22/500

600 mm

20 ÁC

3,00

12 x 1,0

1200 W

12 x 1,0

1200 W

409

Q=1525 W

v22/500

800 mm

20 ÁC

3,00

409

Q=1525 W

v22/500

800 mm

20 ÁC

3,00

12 x 1,0

1525 W

12 x 1,0

1525 W

ASV-P gw

10,00 kPa

DN20

22 x 1,0

9116 W

22 x 1,0

9116 W

15 x 1,0

3050 W

18 x 1,0

5450 W

22 x 1,0

7916 W

23

205

Q=1246 W

22/300

[1000 mm]

20 ÁC

205

Q=1245 W

22/300

[1000 mm]

20 ÁC

RTD-N_ps

5,00

DN15

RTD-N_ps

5,00

DN15

12 x 1,0

1246 W

305

Q=1200 W

v22/500

600 mm

20 ÁC

3,50

306

Q=1200 W

v22/500

600 mm

20 ÁC

3,50

12 x 1,0

1200 W

12 x 1,0

1200 W

408

Q=1267 W

v22/500

700 mm

20 ÁC

2,00

408

Q=1267 W

v22/500

700 mm

20 ÁC

2,00

12 x 1,0

1267 W

12 x 1,0

1267 W

ASV-P gw

10,00 kPa

DN20

18 x 1,0

7425 W

18 x 1,0

7425 W

18 x 1,0

4933 W

15 x 1,0

2533 W

22

P10A

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

P09A

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1200 W

101

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

131W

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1200 W

205

Q=1243 W

22/300

[1000 mm]

20 ÁC

RTD-N_ps

4,50

DN15

12 x 1,0

1242 W

305

Q=1200 W

v22/500

600 mm

20 ÁC

3,50

12 x 1,0

1200 W

408

Q=1267 W

v22/500

700 mm

20 ÁC

2,00

12 x 1,0

1267 W

18 x 1,0

6109 W

15 x 1,0

3709 W

15 x 1,0

2467 W

15 x 1,0

1267 W

ASV-P gw

10,00 kPa

DN20

22 x 1,0

8509 W

21

KS 01

Q=1000 W

22/500

500 mm

20 ÁC

RTD-N_ps

5,00

DN15

12 x 1,0

1000 W

KS P01

Q=2600 W

v22/600

[1200 mm]

20 ÁC

5,50

15 x 1,0

2600 W

KS 101

Q=2600 W

v22/600

[1200 mm]

20 ÁC

6,00

WC 1/2

Q=1218 W

v22/500

700 mm

20 ÁC

2,00

WC 1/2

Q=1218 W

v22/500

700 mm

20 ÁC

2,00

15 x 1,0

2600 W

12 x 1,0

1218 W

15 x 1,0

2436 W

KS 201

Q=1830 W

v22/500

1000 mm

20 ÁC

4,00

WC 2/3

Q=950 W

v22/500

500 mm

20 ÁC

2,00

WC 2/3

Q=950 W

v22/500

500 mm

20 ÁC

2,00

12 x 1,0

1830 W

12 x 1,0

950 W

15 x 1,0

1900 W

KS 301

Q=900 W

v22/500

500 mm

20 ÁC

1,50

WC 3/4

Q=850 W

v22/500

500 mm

20 ÁC

1,00

WC 3/4

Q=850 W

v22/500

500 mm

20 ÁC

1,00

12 x 1,0

900 W

12 x 1,0

850 W

12 x 1,0

1700 W

KS 401

Q=900 W

v22/500

500 mm

20 ÁC

1,50

WC 4/5

Q=955 W

v22/500

500 mm

20 ÁC

2,50

WC 4/5

Q=955 W

v22/500

500 mm

20 ÁC

2,50

12 x 1,0

900 W

12 x 1,0

955 W

15 x 1,0

1910 W

15 x 1,0

1000 W

28 x 1,5

16776 W

28 x 1,5

14176 W

22 x 1,0

9140 W

18 x 1,0

5410 W

15 x 1,0

2810 W

1

DN 50

79715 W

KS 02

Q=690 W

22/500

500 mm

20 ÁC

RTD-N_ps

1,50

DN15

12 x 1,0

690 W

P07

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1200 W

107W

Q=1100 W

v22/500

600 mm

20 ÁC

1,50

12 x 1,0

1100 W

209

Q=1113 W

v22/500

600 mm

20 ÁC

1,50

12 x 1,0

1113 W

311

Q=1080 W

v22/500

600 mm

20 ÁC

1,50

12 x 1,0

1080 W

413

Q=1267 W

v22/500

700 mm

20 ÁC

2,00

18 x 1,0

5760 W

15 x 1,0

4560 W

15 x 1,0

3460 W

15 x 1,0

2347 W

15 x 1,0

1267 W

ASV-P gw

10,00 kPa

DN15

6450 W

15 x 1,0

690 W

DN 50

73265 W

105

Q=1270 W

v22/500

700 mm

20 ÁC

1,50

105

Q=1270 W

v22/500

700 mm

20 ÁC

1,50

12 x 1,0

1270 W

12 x 1,0

1270 W

301A

Q=1525 W

v22/500

800 mm

20 ÁC

3,50

301A

Q=1525 W

v22/500

800 mm

20 ÁC

3,50

12 x 1,0

1525 W

12 x 1,0

1525 W

401

Q=1900 W

v22/500

1000 mm

20 ÁC

4,00

401

Q=1900 W

v22/500

1000 mm

20 ÁC

4,00

15 x 1,0

1900 W

15 x 1,0

1900 W

22 x 1,0

9390 W

18 x 1,0

6850 W

18 x 1,0

3800 W

ASV-P gw

10,00 kPa

DN20

12590 W

DN 50

60675 W

87

106

Q=1500 W

v22/500

800 mm

20 ÁC

2,50

12 x 1,0

1500 W

301

Q=1200 W

v22/500

600 mm

20 ÁC

3,50

301

Q=1200 W

v22/500

600 mm

20 ÁC

3,50

12 x 1,0

1200 W

12 x 1,0

1200 W

402B

Q=1500 W

v22/500

800 mm

20 ÁC

3,00

402

Q=1500 W

v22/500

800 mm

20 ÁC

3,00

12 x 1,0

1500 W

12 x 1,0

1500 W

18 x 1,0

6900 W

18 x 1,0

5400 W

15 x 1,0

3000 W

ASV-P gw

10,00 kPa

DN20

9900 W

DN 50

50775 W

6

Q=649 W

v22/500

[400 mm]

20 ÁC

1,00

12 x 1,0

650 W

KM 202

Q=650 W

v22/500

[400 mm]

20 ÁC

1,00

12 x 1,0

651 W

KM 302

Q=649 W

v22/500

[400 mm]

20 ÁC

1,00

12 x 1,0

649 W

KM 402

Q=750 W

v22/500

[400 mm]

20 ÁC

2,00

12 x 1,0

750 W

15 x 1,0

2050 W

15 x 1,0

1399 W

15 x 1,0

750 W

ASV-PV gw

5,00 kPa

DN15

2699 W

DN 50

48076 W

27

RTD-N_ps

4,50

DN15

12 x 1,0

1500 W

RTD-N_ps

4,50

DN15

108

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

107

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1200 W

302

Q=1183 W

v22/500

600 mm

20 ÁC

2,50

302

Q=1183 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1183 W

403

Q=1500 W

v22/500

800 mm

20 ÁC

2,50

403

Q=1500 W

v22/500

800 mm

20 ÁC

2,50

12 x 1,0

1500 W

22 x 1,0

7767 W

18 x 1,0

5367 W

15 x 1,0

3000 W

ASV-P gw

10,00 kPa

DN20

10767 W

DN 40

37309 W

5

P12

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

P11

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1200 W

12 x 1,0

1200 W

110

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

109

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1200 W

12 x 1,0

1200 W

302

Q=1183 W

v22/500

600 mm

20 ÁC

2,50

303

Q=1200 W

v22/500

600 mm

20 ÁC

3,50

12 x 1,0

1183 W

12 x 1,0

1200 W

404

Q=1500 W

v22/500

800 mm

20 ÁC

3,00

405

Q=1500 W

v22/500

800 mm

20 ÁC

3,00

12 x 1,0

1500 W

12 x 1,0

1500 W

ASV-P gw

10,00 kPa

DN20

10183 W

DN 32

27126 W

22 x 1,0

7783 W

18 x 1,0

5383 W

15 x 1,0

3000 W

4

Q=1055 W

22/500

600 mm

20 ÁC

RTD-N_ps

4,00

DN15

12 x 1,0

1056 W

Q=651 W

v22/500

[400 mm]

20 ÁC

1,00

12 x 1,0

650 W

KM 202

Q=650 W

v22/500

[400 mm]

20 ÁC

1,00

12 x 1,0

649 W

KM 302

Q=651 W

v22/500

[400 mm]

20 ÁC

1,00

12 x 1,0

651 W

KM 402

Q=750 W

v22/500

[400 mm]

20 ÁC

2,00

12 x 1,0

750 W

ASV-PV gw

5,00 kPa

DN15

3756 W

15 x 1,0

1056 W

DN 32

23370 W

15 x 1,0

2701 W

15 x 1,0

2050 W

15 x 1,0

750 W

28

P14

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

P13

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1200 W

12 x 1,0

1200 W

111B

Q=1300 W

v22/500

700 mm

20 ÁC

2,00

111A

Q=1300 W

v22/500

700 mm

20 ÁC

2,00

12 x 1,0

1300 W

12 x 1,0

1300 W

304

Q=1200 W

v22/500

600 mm

20 ÁC

3,50

304

Q=1200 W

v22/500

600 mm

20 ÁC

3,00

12 x 1,0

1200 W

12 x 1,0

1200 W

406

Q=1500 W

v22/500

800 mm

20 ÁC

3,00

407

Q=1500 W

v22/500

800 mm

20 ÁC

3,00

12 x 1,0

1500 W

12 x 1,0

1500 W

3

ASV-P gw

10,00 kPa

DN20

22 x 1,0

10400 W

22 x 1,0

8000 W

18 x 1,0

5400 W

15 x 1,0

3000 W

Q=1056 W

22/500

600 mm

20 ÁC

WC 01

Q=900 W

22/500

500 mm

20 ÁC

RTD-N_ps

3,50

DN15

12 x 1,0

1056 W

RTD-N_ps

3,00

DN15

12 x 1,0

900 W

Q=1200 W

v22/500

600 mm

20 ÁC

2,50

WC P01

Q=1500 W

22/600

[800 mm]

20 ÁC

12 x 1,0

1200 W

RTD-N_ps

4,00

DN15

12 x 1,0

1500 W

RTD-N_ps

4,00

DN15

12 x 1,0

849 W

RTD-N_ps

4,00

DN15

12 x 1,0

851 W

KM 201

Q=1200 W

v22/500

600 mm

20 ÁC

3,00

WC 201

Q=900 W

v22/500

500 mm

20 ÁC

1,00

12 x 1,0

1200 W

12 x 1,0

900 W

KM 301

Q=1200 W

v22/500

600 mm

20 ÁC

3,00

WC 301

Q=900 W

v22/500

500 mm

20 ÁC

1,00

12 x 1,0

1200 W

12 x 1,0

900 W

KM 401

Q=1300 W

v22/500

700 mm

20 ÁC

2,00

WC 401

Q=1114 W

v22/500

600 mm

20 ÁC

1,50

12 x 1,0

1300 W

12 x 1,0

1114 W

ASV-P gw

10,00 kPa

DN25

DN 25

12970 W

15 x 1,0

1956 W

22 x 1,0

8314 W

18 x 1,0

6614 W

18 x 1,0

4514 W

15 x 1,0

2414 W

2

DN 50

107900 W

DN 50

79715 W

18 x 1,0

6920 W

22 x 1,0

7830 W

107W

Q=1100 W

v22/500

600 mm

20 ÁC

1,50

22 x 1,0

8020 W

ASV-P gw

10,00 kPa

DN25

DN 32

17776 W

DN 32

26285 W

DN 40

33710 W

DN 40

42826 W

DN 50

59206 W

DN 25

9220 W

DN 50

68236 W

DN 50

77456 W

DN 50

77456 W

12 x 1,0

1500 W

12 x 1,0

1200 W

3,00

12 x 1,0

1113 W

12 x 1,0

12 x 1,0

1200 W

22 x 1,0

9030 W

20 ÁC 20 ÁC

12 x 1,0

12 x 1,0

1500 W

12 x 1,0

1183 W

12 x 1,0

1200 W

12 x 1,0

1500 W

20 ÁC20 ÁC

RTD-N_ps

4,50

DN15

12 x 1,0

1500 W

RTD-N_ps

4,50

DN15

12 x 1,0

1500 W

20 ÁC20 ÁC

RTD-N_ps

4,50

DN15

12 x 1,0

RTD-N_ps

4,50

DN15

12 x 1,0

20 ÁC20 ÁC

1267 W

955 W

850 W

12 x 1,0

12 x 1,0

1218 W

12 x 1,0

1200 W

12 x 1,0

1200 W

12 x 1,0

1246 W

12 x 1,0

1525 W

12590 W
8509 W

22 x 1,0

9900 W

22 x 1,0
22 x 1,0

15 x 1,0

2699 W

10767 W

22 x 1,0

10183 W

12 x 1,012 x 1,0

12 x 1,012 x 1,0

12 x 1,012 x 1,0

0010

Q=1200 W

22/500

600 mm

20 ÁC

RTD-N_ps

6,00

DN15

12 x 1,0

1200 W

P04

Q=1200 W

v22/500

600 mm

20 ÁC

4,50

P05

Q=1200 W

v22/500

600 mm

20 ÁC

4,00

12 x 1,0

1200 W

105W

Q=1220 W

v22/500

700 mm

20 ÁC

2,00

106W

Q=1220 W

v22/500

700 mm

20 ÁC

2,00

12 x 1,0

1220 W

12 x 1,0

1220 W

KM P05

Q=700 W

v22/500

[400 mm]

20 ÁC

1,00

P03A

Q=1200 W

v22/500

600 mm

20 ÁC

4,50

12 x 1,0

700 W

12 x 1,0

1200 W

104W

Q=1220 W

v22/500

700 mm

20 ÁC

2,00

104W

Q=1220 W

v22/500

700 mm

20 ÁC

2,00

12 x 1,0

1220 W

12 x 1,0

1220 W

01/09

Q=1040 W

22/500

600 mm

20 ÁC

RTD-N_ps

4,00

DN15

12 x 1,0

1040 W

P02

Q=1200 W

v22/500

600 mm

20 ÁC

4,50

P03

Q=1200 W

v22/500

600 mm

20 ÁC

4,50

12 x 1,0

1200 W

102W

Q=1220 W

v22/500

700 mm

20 ÁC

2,00

103W

Q=1220 W

v22/500

700 mm

20 ÁC

2,00

12 x 1,0

1220 W

12 x 1,0

1220 W

01/09

Q=1040 W

22/500

600 mm

20 ÁC

RTD-N_ps

4,00

DN15

12 x 1,0

1040 W

P01

Q=1200 W

v22/500

600 mm

20 ÁC

4,50

12 x 1,0

1200 W

KS 103

Q=2740 W

v22/600

[1200 mm]

20 ÁC

N

101W

Q=1220 W

v22/500

700 mm

20 ÁC

2,00

18 x 1,0

2740 W

12 x 1,0

1220 W

WC 02

Q=900 W

22/500

500 mm

20 ÁC

RTD-N_ps

4,00

DN15

12 x 1,0

900 W

WC P02

Q=1340 W

22/600

[600 mm]

20 ÁC

RTD-N_ps

N

DN15

WC 102

Q=1340 W

22/600

[600 mm]

20 ÁC

RTD-N_ps

N

DN15

12 x 1,0

1340 W

0018

Q=600 W

22/500

500 mm

20 ÁC

RTD-N_ps

1,50

DN15

12 x 1,0

600 W

KM P04

Q=1220 W

v22/500

700 mm

20 ÁC

2,00

KM P03

Q=1007 W

v22/500

600 mm

20 ÁC

1,50

12 x 1,0

1220 W

12 x 1,0

1007 W

KM 103

Q=1043 W

v22/500

600 mm

20 ÁC

2,00

130W

Q=1220 W

v22/500

700 mm

2,00

129W

Q=1100 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1043 W

15 x 1,0

2320 W

12 x 1,0

1100 W

15 x 1,0

3363 W

18 x 1,0

5590 W

15 x 1,0

1340 W

15 x 1,0

2680 W

18 x 1,0

3960 W

18 x 1,0

5160 W

15 x 1,0

2440 W

18 x 1,0

4840 W

15 x 1,0

2440 W

15 x 1,0

2440 W

18 x 1,0

4840 W

DN 40

32230 W
15 x 1,0

600 W

ASV-PV gw

5,00 kPa

DN15

15 x 1,0

900 W

DN 20

6190 W

ASV-PV gw

5,00 kPa

DN15

ASV-PV gw

5,00 kPa

DN15

15 x 1,0

1040 W

DN 25

9770 W

ASV-PV gw

5,00 kPa

DN15

15 x 1,0

1040 W

DN 32

15970 W

ASV-PV gw

5,00 kPa

DN15

DN 32

26190 W

15 x 1,0

1200 W

9 11 12
13 1410

08

Q=1200 W

22/500

600 mm

20 ÁC

RTD-N_ps

6,00

DN15

12 x 1,0

1200 W

29

P29

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

P28

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

12 x 1,0

1100 W

12 x 1,0

1100 W

108W

Q=1100 W

v22/500

600 mm

20 ÁC

2,50

108AW

Q=1100 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1100 W

12 x 1,0

1100 W

15 x 1,0

4400 W

15 x 1,0

2200 W

DN 32

23280 W ASV-PV gw

5,00 kPa

DN15

DN 32

17680 W

01/09

Q=1040 W

22/500

600 mm

20 ÁC

RTD-N_ps

4,00

DN15

12 x 1,0

1040 W

P31A

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

P30

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

12 x 1,0

1100 W

12 x 1,0

1100 W

110W

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

106W

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

12 x 1,0

1100 W

12 x 1,0

1100 W

15 x 1,0

2200 W

15 x 1,0

4400 W

ASV-PV gw

5,00 kPa

DN15

DN 25

12240 W

30

03

Q=840 W

22/500

500 mm

20 ÁC

01/09

Q=1040 W

22/500

600 mm

20 ÁC

RTD-N_ps

3,50

DN15

12 x 1,0

840 W

12 x 1,0

1040 W

RTD-N_ps

4,00

DN15

P32

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

P31

Q=1100 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1100 W

12 x 1,0

1100 W

112W

Q=1100 W

v22/500

600 mm

20 ÁC

2,50

106W

Q=1100 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1100 W

12 x 1,0

1100 W

15 x 1,0

4400 W

15 x 1,0

2200 W

ASV-PV gw

5,00 kPa

DN15

15 x 1,0

1880 W

31

02

Q=870 W

22/500

500 mm

20 ÁC

01/09

Q=1040 W

22/500

600 mm

20 ÁC

RTD-N_ps

3,50

DN15

12 x 1,0

870 W

12 x 1,0

1040 W

RTD-N_ps

4,00

DN15

KM P03

Q=1007 W

v22/500

600 mm

20 ÁC

1,50

P32A

Q=900 W

v22/500

500 mm

20 ÁC

1,50

12 x 1,0

1007 W

12 x 1,0

900 W

KM 103

Q=1043 W

v22/500

600 mm

20 ÁC

2,00

113W

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

12 x 1,0

1043 W

12 x 1,0

1100 W

15 x 1,0

2143 W

15 x 1,0

1910 W

ASV-PV gw

5,00 kPa

DN15

DN 20

5960 W

32

07B

Q=400 W

22/500

500 mm

20 ÁC

07C

Q=600 W

22/500

500 mm

20 ÁC

RTD-N_ps

1,00

DN15

12 x 1,0

400 W

RTD-N_ps

1,50

DN15

12 x 1,0

600 W

P18A

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

P19A

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

12 x 1,0

1100 W

12 x 1,0

1100 W

119W

Q=1100 W

v22/500

600 mm

20 ÁC

2,50

120W

Q=1100 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1100 W

12 x 1,0

1100 W

15 x 1,0

2200 W

15 x 1,0

4400 W

ASV-PV gw

5,00 kPa

DN15

15 x 1,0

1000 W

DN 32

30873 W

36

P17A

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

12 x 1,0

1100 W

117W

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

118W

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

12 x 1,0

1100 W

12 x 1,0

1100 W

DN 32

27573 W

15 x 1,0

3300 W

ASV-PV gw

5,00 kPa

DN15

15 x 1,0

2200 W

35

Q=900 W

22/500

500 mm

20 ÁC

RTD-N_ps

4,00

DN15

12 x 1,0

900 W

KM P02

Q=1114 W

v22/500

600 mm

20 ÁC

2,50

KM P02

Q=1114 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1114 W

12 x 1,0

1114 W

34

115W

Q=1114 W

v22/500

600 mm

20 ÁC

2,50

116W

Q=1100 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1114 W

12 x 1,0

1100 W

15 x 1,0

2214 W

15 x 1,0

4441 W

ASV-PV gw

5,00 kPa

DN15

15 x 1,0

900 W

DN 32

22232 W

Q=900 W

22/500

500 mm

20 ÁC

RTD-N_ps

4,00

DN15

12 x 1,0

900 W

KM P03

Q=1007 W

v22/500

500 mm

20 ÁC

4,00

12 x 1,0

1007 W

KM 103

Q=1043 W

v22/500

600 mm

20 ÁC

2,00

114W

Q=1114 W

v22/500

600 mm

20 ÁC

2,50

12 x 1,0

1043 W

12 x 1,0

1114 W

15 x 1,0

2157 W

ASV-PV gw

5,00 kPa

DN15

15 x 1,0

900 W

DN 32

18168 W

33

0017

Q=600 W

22/500

500 mm

20 ÁC

RTD-N_ps

1,50

DN15

12 x 1,0

600 W

P16A

Q=1515 W

v22/500

800 mm

20 ÁC

4,50

P16A

Q=1515 W

v22/500

800 mm

20 ÁC

4,50

12 x 1,0

1515 W

12 x 1,0

1515 W

127W

Q=1100 W

v22/500

600 mm

20 ÁC

2,50

129W

Q=1100 W

v22/500

600 mm

20 ÁC

2,50

129W

Q=1100 W

v22/500

600 mm

20 ÁC

3,00

12 x 1,0

1100 W

12 x 1,0

1100 W

15 x 1,0

2200 W

12 x 1,0

1100 W

18 x 1,0

6330 W

15 x 1,0

3300 W

15

P15A

Q=1421 W

v22/500

800 mm

20 ÁC

3,00

P15A

Q=1421 W

v22/500

800 mm

20 ÁC

3,00

12 x 1,0

1421 W

12 x 1,0

1421 W

126W

Q=1217 W

v22/500

700 mm

20 ÁC

2,00

126W

Q=1217 W

v22/500

700 mm

20 ÁC

2,00

12 x 1,0

1217 W

12 x 1,0

1217 W

15 x 1,0

2433 W

15 x 1,0

600 W

ASV-PV gw

5,00 kPa

DN15

15 x 1,0

5275 W

P15A

Q=1421 W

v22/500

800 mm

20 ÁC

4,00

P14B

Q=2125 W

v22/500

1100 mm

20 ÁC

N

12 x 1,0

1421 W

15 x 1,0

2125 W

125W

Q=1200 W

v22/500

700 mm

20 ÁC

2,50

126W

Q=1217 W

v22/500

700 mm

20 ÁC

3,00

12 x 1,0

1200 W

12 x 1,0

1217 W

15 x 1,0

2417 W

16

17

0012

Q=1200 W

22/500

600 mm

20 ÁC

RTD-N_ps

6,00

DN15

12 x 1,0

1200 W

P12A

Q=1200 W

v22/500

600 mm

20 ÁC

4,50

P11A

Q=1200 W

v22/500

600 mm

20 ÁC

4,50

12 x 1,0

1200 W

12 x 1,0

1200 W

121W

Q=1218 W

v22/500

700 mm

20 ÁC

2,00

121W

Q=1218 W

v22/500

700 mm

20 ÁC

2,00

12 x 1,0

1218 W

12 x 1,0

1218 W

18 x 1,0

4836 W

15 x 1,0

2436 W

DN 32

16117 W ASV-PV gw

5,00 kPa

DN15

15 x 1,0

1200 W

DN 25

10081 W

20

0016

Q=800 W

22/500

500 mm

20 ÁC

RTD-N_ps

3,00

DN15

12 x 1,0

800 W

P13A

Q=1200 W

v22/500

600 mm

20 ÁC

4,50

12 x 1,0

1200 W

122W

Q=1218 W

v22/500

700 mm

20 ÁC

2,00

122W

Q=1218 W

v22/500

700 mm

20 ÁC

2,00

12 x 1,0

1218 W

12 x 1,0

1218 W

15 x 1,0

3636 W

15 x 1,0

2436 W

ASV-PV gw

5,00 kPa

DN15

15 x 1,0

800 W

DN 20

5645 W

ASV-PV gw

5,00 kPa

DN15

19

P14B

Q=2125 W

v22/500

1100 mm

20 ÁC

6,00

P14A

Q=1100 W

v22/500

600 mm

20 ÁC

2,00

12 x 1,0

1100 W

124W

Q=1200 W

v22/500

700 mm

20 ÁC

2,00

122AW

Q=1220 W

v22/500

700 mm

20 ÁC

2,00

12 x 1,0

1200 W
12 x 1,0

1220 W

18 x 1,0

5645 W

15 x 1,0

2420 W

18

DN 32

21850 W

ASV-PV gw

5,00 kPa

DN15

15 x 1,0

4340 W

ASV-PV gw

5,00 kPa

DN15

DN 25

11238 W

DN 20

5963 W

ASV-PV gw

5,50 kPa

DN15

12 x 1,0

12 x 1,0

1340 W

12 x 1,0

1220 W

15 x 1,0

12 x 1,0

1220 W

12 x 1,0

5963 W

DN 20

DN 20

DN 20

DN 20DN 20

DN 20

DN 20

DN 20

15 x 1,0

DN 20

DN 20

DN 20

DN 20

DN 20

DN 20

DN 20

DN 20

DN 32

16117 W
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